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2018+ Jeep JL Wrangler
Cowl Mount Installation Guide

1. On either side of the vehicle, remove the three factory 
bolts as indicated using a T40 Torx driver.

Tip: If you’re planning on running wires, you can remove the 
fourth bolt to remove the panel completely. Route your wires 
out next to the windshield hinge, then reinstall the trim piece.

Tools Needed: T40 Torx Bit

Thank you for your purchase of this custom-designed 
Cowl Mount for your 2018+ Jeep JL Wrangler! This kit 
utilizes factory mounting points and included hardware 
to mount the bracket to the vehicle.

WARRANTY
3 YEAR

2. Place the included spacers over the three mounting points. 
Align the bracket in place, and use the included OEM-style 
extended hardware to secure.

3. Mount your auxiliary lighting to the bracket using any of 
the slotted cutouts. Route the wiring, and test thoroughly to 
complete installation.

DD6089 Jeep 2018 Cowl Bracket Kit

This installation guide is for the following SKU:

PP0068

Scan the QR code to link to our installation video online!
NEED MORE HELP?

We’ve taken the time to test our products on your vehicle. We can guarantee 
compatibility and fitment the first time – no guessing game!  If you need more help 
with installation, watch our step-by-step video to walk you through the process. 


